Sealed Lead-
\\g\ U PG U P Acid Batteries

POWERF
RELIABLE.
TRUSTED.

Let UPG power your adrenaline rush.

*Product may vary from depiction.

Specifications*
qNIVERSAL BATTERY
= =7 ~—~ ) Nominal Voltage 16V (8 cells)
E— Nominal Capacity 77°F (25° Q)
— S 20-hr.  (2.75A) 60 Ah
10-hr. (5.58A) 55.8 Ah
+ 5-hr.(10.2A) 51.0 Ah
1-hr.(36A) 36.0 Ah
Approximate Weight 50.71 Ibs (23.0 kgs)
+) Internal Resistance (approx.) 12mQ
Temperature Dependancy of Capacity (20 hour rate)
© 1040 F 77°F 320F 50F
102% 100% 85% 65%
© Cycle Use (Repeating Use)
. Initial Current 21 A or smaller L: 10.24in (260 mm)
Control Voltage 19.2-19.6V W: 6.65in (169 mm)
Float Use H: 8.37in (212.5 mm)
Control Voltage 18.4-18.8V TH: 8.44in (214.5 mm)
+) Tolerances are +/- 0.04 in. (+/- Tmm)
e d +/-0.08 in. (+/- for heigh
*LljngcorT;plete sfpec!flcatllons please contact a Z?m;/sigr?g IXII(égtaZZLnl;j)e?trto&g L
sales prolessional. change without notice.
+
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